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Dimensions (Inches)

Dimensions (Inches)

MODEL
A B C D E F G H I J K L M N O P Q R S T U

HEIGHTS GAS CONN. AIR INLET FLUE RELIEF/AIR VENTDEPTH CONDENSATE CH INLET CH OUTLET WIDTH IWH RETURN IWH SUPPLY

VM110 35-1/4 40 7-1/4 6-3/4
2-1/2 2-3/4

7
2-3/4

5 14-1/4 14-1/4 11-3/4 2-3/4 10-1/4 2-1/4 2-1/2 4-3/4 18-3/4
5

7-1/2 NA NA

VM153 38-1/4 43 7-1/2 7-3/4 8-3/4 9-1/2 9-1/4 19-1/4 5 5-1/2 10-1/2 8 8-1/2 7 21 3-1/2 8-3/4

MODEL

A B C D E F G H I J K L M N O P Q R S T U V W X Y

HEIGHTS GAS CONN. AIR INLET FLUE
RELIEF/

AIR VENT
TEMP/
RELIEF

DEPTH
DHW 
IN. 

DHW 
RE-CIRC

DHW OUT CONDENSATE CH INLET* CH OUTLET* WIDTH

VM110P 
38-1/4 43

7-1/4 6-3/4
2-1/2 2-3/4  16-1/2 2-3/4

14-3/4 7-1/2
4-1/2 4 17-3/4 9 5 5-1/2 8-1/4 5-1/2

11-3/4 2-3/4 4-1/4 13-3/4 11-1/4 NA
28-1/4

VM153P 7-1/2 7-3/4 16-3/4 9-1/2 5 5-1/2 13 7 NA 12-1/2 7

* VM110 Inlet/Outlet connections for supplied primary manifold
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MODEL

CSA INPUT (MBH) DOE 
HEATING 

CAP. 
(MBH)

NET  
I=B=R 
RATING 
(MBH)

AFUE
(%)

GAS
CONN. 

(NPT, IN.) 

WATER 
CONN. 

(NPT, IN.)

DHW 
CONN.  

(NPT, IN.)

AIR 
INLET 
CONN.  
(IN.)

FLUE  
CONN. 
(IN.) 

WEIGHT 
(LB)MIN. MAX.

VM110 

17 110 101 88 95

1/2 
(FEMALE)

1
(MALE)

NA

3 3

110

VM110P
1

(FEMALE)
3/4

(MALE)
115

VM153

15.4 154 141 122 95
1

(MALE)

NA 135

VM153P
3/4

(MALE)
140

* Vmax Plus CH connections are sweat joint

MODEL
1ST HR 
RATING 

(US GPH)

CONTINUOUS 
RATING 

(US GPH)

DHW 
STORAGE 
(US GAL)

VM110 NA

VM110P 218** 205** 16

VM153 NA

VM153P 300** 287** 16

** Domestic performance based on average water temperature of 108°F   at 
mixing valve outlet and 50°F inlet.

DHW Performance

PLUS

Front Top
VM110

Bottom
VM153

Bottom

Front Top VM110P
Bottom

VM153P
Bottom


